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... with the decisive advantages:

� top or bottom running with the same profile sets
� sturdy track with minimal threshold height
� multiple sash options
� smooth sliding action provided by ball bearing raced bogie wheels
� efficient installation

FS-PORTAL KF Hinge Side Si-line
Folding-Sliding Door Fittings 
for PVC Elements with 12 mm Airgap

2006-11

Advice for calculating sash widths

To rationalise the door preparation, the size matrix shows all sashes to be the same width. This leads to 
over-folding of the door sashes so that they stack parallel at approx 95°.

The following three options can apply if it is planned to stack the folded door sashes against a wall at 90°:

�Prepare the hinge points of the door sashes at differing widths.
�At cross section A use type FS packing pieces with the FAVORIT-DF components of the FS sash hinges. 

This reduces the over-folding.
�Use a wider vertical outer-frame section, possibly with an add-on profile, and a flat form of handle.

Surface TS Look

The above size limitations are valid for SIEGENIA-AUBI FS-PORTAL KF fittings.

Because of their better load dispersal we recommend bottom-running elements be given preference.

The recommendations of the profile company must also be considered, in particular with respect 
to sash size, max number of sashes, sash weight and distance between locking points.

Where special preparation and manufacturing guidelines exist, then these should be expressly 
adhered to.

Size Range

Sash width (mm) 3301) to  900

1) Please note the opening door sash width should be larger than 600 mm

Sash height (mm) 840 to 2360

Overall frame width (mm)
determined by sash width and 

selected scheme
Sash weight (kg) max. 80
Standard gear backset (mm) 16
Backset lockable drivegear (mm) 25 to 40
variable handle height (mm) 420 to 1180
Over rebate size range (mm) 13 to 242)

2) For over rebate sizes 19-24mm see Product Catalogue under FS PORTAL Accessories
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Note: All of this schemes can also be made in the 
opposite hand. 
For Scheme 220, 440 and 660 please note:  
Different sash widths required! 
Request profile related drawing!

1) Access through 1st folding sash
2) e.g. As = Point A mirror image etc.

FS-PORTAL KF 12 mm Airgap Scheme Overview

Scheme 321 Scheme 330

Scheme 431

Scheme 550Scheme 541 Scheme 532

2 Folding sashes 
1 Main opening sash

3 Folding sashes 
0 Main opening sash1)

3 Folding sashes 
1 Main opening sash

4 Folding sashes 
1 Main opening sash

5 Folding sashes 
0 Main opening sash1)

3+2 Folding sashes 
0 Main opening sash1)

Scheme 633Scheme 651

5 Folding sashes 
1 Main opening sash

3+3 Folding sashes 
0 Main opening sash1)

Scheme 761 Scheme 743

6 Folding sashes 
1 Main opening sash

7 Folding sashes 
0 Main opening sash1)

4+3 Folding sashes 
0 Main opening sash1)

Scheme 220

2 Folding sashes 
0 Main opening sash1)

Scheme 660

6 Folding sashes 
0 Main opening sash1)

Scheme 440

4 Folding sashes 
0 Main opening sash1)

Scheme 770

2 Folding sashes 
1 Main opening sash




